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Bugle HD 305 Stainless Steel
Size Point | Recommendations Picture (Not to a particular size)
8x 1-1/4 Exterior wood screw for outdoor
8 x 1-5/8 applications including decks, treated
8x2 wood, patios, fencing applications that
8x2-12 require a high degree of corrosion
8x3 resistance.
Square Drive Bugle HD 305 Stainless

Size Point | Recommendations Picture (Not to a particular size)
6x1-1/4 305 stainless steel provides maximum
8 x 1-5/8 strength for best possible corrosion hﬁ%
8x2 resistance. Type 17 point provides
8x2-1/2 superior penetration through the hardest

of woods.
10 x 2-1/2 Square drive prevents stripping of
10x3 recess and provides superior driving h%
10 x 3-1/2 power.
12x 4

Square Drive Trim HD 305 Stainless

Size Point | Recommendations Picture (Not to a particular size)
7 x 1-5/8 #1 square drive recess. Reduces driver
7x2-1/4 bit cam-out. Em'
7x3

Drive Trim HD Coarse Thread
Size Point | Recommendations Picture (Not to a particular size)
6x1 Exterior wood screws for treated wood,
6x1-1/4 patios, decks, fencing and other outdoor
6 x 1-5/8 applications. Min. 500 hrs salt spray
6x2 resistance.
6x2-1/4
8x2-1/2
8x3
10 x 3-1/2
10x 4
10 x 4-1/2
10x5

10x 6
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Square Drive Bugle HD Coarse Thread

Size Point | Recommendations Picture (Not to a particular size)
6x2 Exterior wood screw for outdoor
8x2-1/2 applications including decks, treated
8x3 wood, patios, fencing. Square drive

reduces cam out and provides superior

driving power. Min. 500 hrs salt spray

resistance.

Flat HD Particle Board

Size Point | Recommendations Picture (Not to a particular size)
6x% Hinge screws available in Antique
6x5/8 Brass, Bright Brass, and Zinc Plate. !
6x3/4 Carton weights are approximate and

may vary.
8x % Made with asymmetrical thread. 100
8x1 Trailing Angle - Resists material !
8x 1-1/4 slippage during pull-out and vibration.
8x 1-1/2 Superior holding power.
8 x 1-5/8
8x 1-3/4
8x2
9x2-1/2
9x3

Flat HD w/Nibs Particle Board
Size Point | Recommendations Picture (Not to a particular size)
8x1 Made with asymmetrical thread. 100
8x 1-1/4 Trailing Angle - Resists material
8x 1-1/2 slippage during pull-out and vibration.
8x 1-5/8 Superior holding power.
8x 1-3/4 Square Drive reduces cam-out and
8x2 provides superior driving power.
9x2-1/2

9x3
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Square Drive Flat HD Particle Board
Size Point | Recommendations Picture (Not to a particular size)
8x % Made with asymmetrical thread. 100
8x1 Trailing Angle - Resists material .
8x 1-1/4 slippage during pull-out and . mm}%}
8x1-1/2 vibration. Superior holding power.
8x 1-5/8 Square Drive reduces cam-out and
8x 1-3/4 provides superior driving power.
8x2
9x2-1/2
9x3
Oval HD Particle Board
Size Point | Recommendations Picture (Not to a particular size)
6 x5/8
kY

Cabinet Face Framing
Size Point | Recommendations Picture (Not to a particular size)
6x1-1/4 For cabinet assembly. Screws have #7
6x1-1/2 HD.

Square Drive Cabinet Face Framing
Size Point | Recommendations Picture (Not to a particular size)
6x1-1/4 For cabinet assembly. Screws have #7
6x1-1/2 HD. @“_‘m
Square Drive Coarse Thread Cabinet Face Framing
Size Point | Recommendations Picture (Not to a particular size)
6x1-1/4 For cabinet assembly. Screws have #7
6x1-1/2 HD. @:m
Draw Bolts

Size Point | Recommendations Picture (Not to a particular size)

1/4-20 x 3-1/2

Attaches laminated counter tops.
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Draw Bolts

Size Point | Recommendations Picture (Not to a particular size)

1/4-20 x 3-1/2

Attaches laminated counter tops.




